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OPOS User’s Manual

1. Install the OPOS ADK by running OPOS80E 2.0F.EXE.

EoX

Helcome to the OPOS ADE ¥ersion
2.0F Setup Wizard

Thi=s will install OFO0S ADE Version 2. 0F on Four
computer.

It is recommended that yFou close all other
applications before continming

Click Hezt to continue, or Cancel to ezit Setup.

Wezt > | | Cancel

2. Setup has completed as shown below.

& Setup — OPOS ADE ¥ersion 2. 0F A=

Completing the OP0OS ADE Version
2.0F Setup Wizard

Setup has finished installing OFPOS ADKE Version
2. 0F on Four computer. The application mar be
launched by =electing the in=stalled icons

Click Finish to ezit Setup.

X




3. Run AdminTool.exe to configure the OPOS.

#: OPOS ADE Version 2.0F

DewviceCalss= DeviceModel
POSEN |
LD—— | DeviceMadel UsingPort | DeviceDescription
Add LDN
Configure
Remowe
CheckHealth
4 . Select “PosPrinter” as “DeviceClass” and select “POS80” or
“POS801” as  “DeviceModel”, the setting is as shown below.

#: OPOS ADE Version 2. 0F

DeviceCalzs DeviceModel
Devicelist
LDN |DeviceHndel UsingPort |DeviceDescriptinn

Add LD

Configure

Remowe

CheckHealth

Cancel
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5. Click the “Add LDN” button, in the shown window fill in a new Logic
Device Name (LDN), and select a communication port for the printer.
Click “OK” to apply.
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DewiceCalss DeviceModel
PosPrinter = POSE0 |
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Configure

Remove

CheckHealth

6. Select “Unitl” in the Device List and click “Check Health” to test the

printer configuration and connection. If the printer configured well



and connected successfully, “OPOS_SUCCESS” will be shown in the

testing result.

Chech Health Dialog @

| PushTo Stat CheckHealth |

Result:

OPOS_SUCCESS

Exit CheckHealth

If the printer configured wrong or connected unsuccessfully, an Error
window will be shown. Please reconfigure and reconnect the printer.

L]

l Failed On Claimelewvice:
\) Reszult = 111

7. Note: Before using the OPOS, please be sure that there is no other

OPOS software or LDN for other printer models to avoid confliction of
the printer port and LDN. In the mean time, please be sure that there is no
other application (including driver application) use the same
communication port as OPOS software does, otherwise, communication

failure will be happened.
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